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sides, so that when laid they will lap at the edges; to be properly set so as to have a full bearing on their whole lower surface; to be padded down firm with a spade or wooden bat made suitable for the purpose; each sod is to be pinned with one wooden pin, not less than fifteen inches long, so as to be secured to the ground beneath it, and to be so laid that the upper surface shall conform to the true slope of the bank or ground and to the lines given by the engineer. No lean, poor, or broken sods will be allowed in the work, but on the outside edges of the bank sods may be cut to such size and shape as will make a proper finish to the same. The engineer may alter all the above sizes during the progress of the work.
The sodding that shall have been laid shall be well and carefully sprinkled with water as often as the engineer shall deem necessary.
6.    The engineer may specify the kind, quality,  Seeding, and   amount   of seed to   be used  on   all   surfaces ordered to be seeded,   and he may also direct the manner of seeding, including rolling and watering,
EARTH EXCAVATION AND EMBANKMENT.
7.    Earth  excavation   is   to be made for   the foundations, center walls, etc., and for any grading that may be required either above or below the dam, or for any other work in connection with the dam, structures, or appurtenances which the engineer may order, but no payment will be made for earth or other excavation unless specifically staked out and ordered by the engineer.    The price bid for excavation will cover all excavations by the contractor for his own convenience or for temporary or protecting work, none of which will be measured or estimated by the engineer.
8.    Earth excavation  is to be made in accord-  Exc ance with the lines established by the engineer, and
the price herein stipulated for earth excavation— article Q, item (c)—is to include the work of clearing and grubbing the ground of all trees, stumps, bushes, and roots, and burning or otherwise disposing of the same; of sheeting and bracing and supporting and maintaining all trenches and pits during and after excavation; of all pumping, ditching and draining; of clearing the excavation of all wood or other objectionable materials, of selecting the materials, and of hauling and of disposing of the exca-

